
Mini8's high density analogue 

inputs combined with Eurotherm's

5000 Series recorders provide

unsurpassed local and network 

access to your process.

The 5000 Series offers remote viewing

capability and acts as an HMI for the

Mini8 utilising Master Communications.

The user can control and view

information from the Mini8 from

either the 5000 TFT touch screen

display or from any PC connected 

to the network.

€ 32 Analogue channels per Mini8 

€ Multiple batch functionality

€ Master communications

€ Alarm noti“cation via Email

€ Secure storage of data

€ Easy to use networking

€ Auditor features

€ Up to 48 universal inputs direct 
into the 5000

Data acquisition with the Eurotherm Mini8 

Industry
standard PC

5000 Series

Eurotherm 5000 Series

The 5000 Series is designed to provide

powerful, yet easy to use, network and

communication options. Whether a local

connection is required or access from

the other side of the world, the 5000

Series provides secure access to process

data when and where you need it. 



Eurotherm Mini8
connected to a 5000
in a control system 

Eurotherm Mini8 connection to SCADA 

EurothermSuite™ 

5000 SeriesThe 5000 Series supports Modbus

Master communications over Ethernet

and Serial connections. Powerful

features from within the 5000 Series -

such as User defined screens, remote

access and Auditor features – can now

be applied to other plant equipment.

Whether you need to securely record

data from other instruments or

provide a centralised HMI for an

operator to view and modify control

loop parameters within the Mini8 –

the 5000 Series offers a simple,

powerful solution.

The Mini8 can be installed as a

control or data acquisition

component of larger installations.

Eurotherm are able to provide

solutions from ‘simple’ SCADA using

Eurotherm iTools or Specview to more

demanding applications using

EurothermSuite or Wonderware. The

open communications nature of the

Mini8 makes communication to third

party equipment easy to achieve.
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Eurotherm Mini8 specifications

Mounting Information

The Mini8 is intended to be horizontally mounted on
symmetrical DIN rail to EN50022-35 or 35 x 35 x 15.

Environmental requirements

Minimum Maximum
Operating Temperature 0ºC 55ºC
Humidity (non condensing) 5% RH 95% Rh

Dimension mm
A 108
B 124
C 115

Control features 8 Loops with autotune, Dual Channel OP with various cooling modes, PID, OnOff, Auto/Man, Feedforward, 3 PID sets,

Remote SP, Forced manual, Sensor break OP, SP ramp, OP rate limit, Heater failure detection

Communications Network: Modbus RTU EIA485 3-wire/5-wire – RJ45 connector, DeviceNet: 5 Pin standard connector 

Config: Modbus RTU EIA232 – RJ11 connector

Standard IO 2off 24Vdc Logic inputs with 42Vac/dc system isolation, 2off 1Amp Change over relays (42Vac/dc max)

TC8 Module 8 Channels, Range: – +77mV to 77mV, Accuracy ±1OC ±0.1% of reading, TC types: C, J, K, L, R, B, N, T, S, LINEAR, 

Custom, CJC >30:1, 42Vac/dc Channel isolation, Input impedance >100M

DO8 Module 8 Channels, Supply: 15vdc-30Vdc, On/Off, Time Proportioning, Common 42Vac/dc system isolation 

CT3 Module 3 Channels, Range 0-50mA, Accuracy: +2% of span, No isolation, Overload current: 300mA 

AO8 Module 8 Channels, Range 0-20mA, 360R load, 42Vac/dc channel isolation 

SP Programmer 50 Single Profile Programs, 200 Segments, 8 Events, External Run, Hold, Reset, Skip Segment, Advance segment

Maths & Logic 24 x 2 Input Maths, 24 x 2 Input Logic, 2 x 8 Input logic, 4 x 8 input multiplexor, 32 User Values, 

Recipes 8 Recipes, 24 tags in each

Timer Functions 4 Timers, 2 Counters, 2 totalisers, Non-volatile real time clock

Power Supply 17.8Vdc-28.8Vdc, Power consumption 15W max, 10W typical

Approvals EMC: EN50081-2, EN50082-2. Safety: EN61010, C-UL

CB

A

Allow min 25mm above
and below each unit

Allow min 25mm for 
terminals and cables


